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Tender Notice
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38 FAWY F 3.00 9 aF fHe afed . aton(quotation) 38T A 3mad wwer ar IS AU # 3.30 §9 @i
Providing and Fixing of heat reflective paint roof surfaces such as RCC, Concrete, Metallic, Asbestos,Gl, Galvalum sheets, Pre-Coated
roof sheets and Poly-flex in IS Staff quarters.

Sr No. Description of item of work Unit Qty Rate Amount
Roof top terrace should be washed with water and loose material like
1 dust/bituminous tarfeld/ etc scrapped out as per the standard method.

2 Roof top terrace should be cleaned and dried.

water with standard proportion of chemical should be mixed and then
applied on the roof top terrace.

after, fibre mesh/chemical/acrylic-resign laying on the roof top terrace
4 and thrmal coating should be applied as per the standard layer(coat).

for flat b-9/b-12 sqm 195,391
inclusive taxes Total |—
_— P = \-I\ 1/7 LY [) e -
ﬁ . ﬁ ﬁ '3:{' (_l{fr_i‘;Cf‘p’\ﬁLV\Q_F — J ﬁa‘ .Q’" !\_,—Ej‘m\?) “ !}‘; ";

L=
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3. Y e e & &g 15 BT & shaw &1 gang g aikw.

4. TyaRuTehdi(quotationer) TaEToT W (quotation) ¥ AT S Het e FEEY ¢ R st g HiEErd .
5. The quantity will be increased or decreased as per the actual site condition.
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12. The ISI Delhi Centre reserve the right the whole tender process may be treated as a cancelled/terminated at any
stage without assisgning dany reason.
13. Before chemical laying it show to the Engineer Civil
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